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 :الملخص
ذؼذ ادارج انًخهفاخ انخطزج فٗ انٕقد انحانٗ احذٖ انرحذياخ انرٗ ذٕاجّ ْذا انؼانى انركُٕنٕجٗ تسة أطُاٌ 

ٔقذ قثم انرخهص يُٓا.  كافيح انًخهفاخ انؼضٕيح ٔانرٗ ذحرٕٖ ػهٗ إَٔاع كثيزج يٍ انًٕاد انًسزطُح ٔانرٗ ال ذؼانج تذرجح

أكثز شيٕػا تسثة ذًيشْا   (EC)كٓزٔكيًيائٗانؼضٕيح تاسرخذاو طزيقح انرجًيغ اننًٕاد تا أصثحد يؼانجح انًياِ انًهٕثح

اٌ ْذا انثحث يٓذف انٗ دراسح ذأثيز  .سايحْذِ انًهٕثاخ السيًا ػُذيا ذكٌٕ  انرجًيغ تٕاسطح يٕاد كيًيائيح  -ػٍ يثيالذٓا 

ٔقد انرفاػم, انرزكيش االترذائٗ نهًثيذ, َسثح كهٕريذ ح نًساحح انقطة, ثٔذشًم: شذج انريار انًار تانُسيرغيزاخ انؼًهيح 

ٗ ٔانرٗ يؤثز فٗ اذجاْيٍ يخرهفيٍ, ػهٗ كال يٍ انصٕديٕو انًضاف, تاالضافح انٗ ذأثيز شذج ٔاذجاِ انًجال انًغُاطيس

 ٌ كثافح انريارٔقذ أٔضحد انُرائج انٗ أيٍ أجم ذؼيٍ انظزٔف انًثهٗ نهرشغيم. , ْذا سانح ٔكذن  اسرٓال  انطاقحاالكفاءج 

(   mA/cm
 
حد . كًا أٔض(g/L NaCl 3.5)ؼذ األفضم يٍ انُاحيح االقرصاديح ٔكذن   ذزكيش كهٕريذ انصٕديٕو ي (

اسرخذايّ فٗ انًغُاطيسٗ فٗ االذجاِ انًٕاسٖ نالقطاب نّ ذاثيز ايجاتٗ ػهٗ انؼكس فٗ حانح  انُرائج انٗ اٌ اسرخذاو انًجال

فٗ يؤثزا ذسال  1.150دقيقح ػُذ شذج يجال قيًرّ  54% خالل 011اسانح انًثيذ ذصم انٗ  االذجاِ انؼًٕدٖ حيث أٌ َسثح

 االذجاِ انًٕاسٖ. 
 

Abstract  
Today hazardous waste management has become one of the most challenging tasks to this technological 

world because tons of organic pollutants including various carcinogens are being exposed without the sufficient 

treatment. Electrocoagulation (EC) due to some advantages over chemical coagulation is becoming a popular 

process to be used for treatment of organic pollutants especially when pollutants are toxic. The aim of this work 

is to investigate the effect of  current density, reaction time, initial concentration, addition of sodium chloride 

and magnetic field intensity oriented in two different directions on both removal efficiency of methomyl and the 

energy consumption. Current density    mA/cm
 
 was recommended from economic point of view as well as 3.5 

g/L NaCl concentration. Magnetic field in parallel direction effects positive in contrary of perpendicular 

direction where the removal efficiency reached to    % in    min when 0.041T was applied in a parallel 

direction. 
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1. Introduction 
In Egypt like other many countries 

over the world, the agricultural activity 

occupies a very important place in the 

socio-economic domestic context which 

led to increase in using of pesticides.  

Indiscriminate use of pesticides leads to 

the contamination of our environment 

(soils, surface and ground waters). 

Numerous cases of pesticide residue and 
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ground water contamination have been 

reported in the literature [1,2]. Pesticides, 

which indeed seem indispensable for the 

nutrition of mankind, take a special place 

among the environmentally problematic 

substances. Small quantities of pesticides 

may enter the water environment through 

drift, leaching and run-off from nearby 

applications. The contamination of water 

of ponds, rivers and ground water sources 

with various insecticides and herbicides is 

posing a direct threat to human health. 

Therefore, the removal of pesticides from 

water is one of the major environmental 

concerns these days. 

The insecticide (methomyl), 

C H  O N S, is a broad spectrum 

insecticide which belongs to the carbamate 

family of pesticides. It is used for foliar 

treatment of vegetable specially tomato, 

fruit and field crops, cotton, commercial 

ornamentals, and in an around poultry 

houses and dairies.  It is produced by 

reacting S-methyl-N-hydroxylthio 

acetamidate (MHTA) in methylene 

chloride with gaseous methyl isocyanate at 

   -    
◦
C. It has been classified by the 

WHO (World Health Organization), EPA 

(Environmental Protection Agency, USA) 

and EC (European Commission) as a very 

toxic and hazardous pesticide [3]. 

Methomyl pollutant causes environmental 

concerns because of its high solubility in 

water (57.9 g/L at 25 °C). Since sorption 

affinity of methomyl to soils is rather low, 

it can easily cause contamination of both 

ground and surface water resources. In 

addition, various amounts of methomyl 

have been detected in surface and ground 

waters not only during actual insecticide 

application but also after a long period of 

use [4]. 

Very important issue in pesticide 

contamination control is preventing waste 

water from agricultural or industrial 

activities. The major sources of pollution 

by pesticides are waste water from 

agricultural industries, pesticides 

formulating and manufacturing plants. 

Waste water from those sources may 

contain pesticides at levels of few μg/L to 

as high as several hundred mg/L. Suitable 

treatment is therefore required to prevent it, 

which is easier than cleaning up the 

environment afterwards. Several methods 

are available for pesticides removal such as 

photocatalytic degradation [5], advanced 

oxidation processes [6], aerobic 

degradation [7], nanofiltration [8], 

ozonation [9] and adsorption [10]. 

Advanced oxidation processes using 

hydrogen peroxides are, often ineffective 

because carbonate and bicarbonate ions, 

which are abundant in all natural water, 

react as strong free radical scavengers. In 

oxidation treatment using ozone which is a 

powerful oxidant, the total organic carbon 

removal was no more than 30%. The 

organic pollutants are almost completely 

eliminated where removal of total organic 

carbon still remains a problem in chemical 

oxidation processes. The use of enzymes to 

detoxify wastewater failed to attract much 

attention due to the high cost of enzyme-

based systems [1 ]. Filtration through 

membranes needs another method such as 

oxidation reaction catalyzed by enzyme to 

transform the pesticide into an insoluble 

product, so that this method is highly 

expensive.  

In recent years increasing attention 

has been directed towards the application 

of electrochemical methods for 

environmental control. It allows flexibility 

in design and operation and produces 

aesthetically superior effluents suitable for 

reuse. The electrochemical process is a 

very efficient and economic for treatment 

of wastewater contains toxic and non-

biodegradable organic pollutants         . 

Thus by means of electrochemical 

technologies, which is cost and safety 

effective, we can help to reduce 

concentrations of organic pollutants to an 

extent as minimum as possible and comply 

the environmental Egyptian law for its 

limits acceptable of zero COD in case of 

hazard organic pollutants as pesticides.  

In spite of the considerable success of 

electrocoagulation for the treatment of 
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various types of wastewater contains 

organic pollutants        ], its application 

as a possible technique for the treatment of 

wastewater contains pesticides is rather 

scarce in the literature. The main objective 

of the present study, therefore, is to 

evaluate the removal of a pesticide 

(methomyl) from aqueous solutions by 

electrocoagulation process in a batch mode 

using SS electrodes. The effect of 

operational variables, treatment time, 

current density, addition of NaCl and 

initial methomyl concentration as well as 

effects of electromagnetic field is explored 

and discussed. Energy consumption was 

calculated under the different operating 

condition. 

 

2. Materials And Methods 
     Water Sample: 

A simulated wastewater 

contaminated by  an insecticide, methomyl, 

(S-methyl N-[(methylcarbamoyl)oxy] 

thioacetimidate) was used for all 

experiments in this study. The 

physicochemical properties of methomyl 

are shown in Table 1. The methomyl was 

supplied by Egyptian Company for 

commerce and agriculture, Egypt.  

Synthetic stock solutions were 

prepared by dissolving accurately weighed 

amounts methomyl in 1 L of distilled water. 

Experimental solutions of the desired 

concentrations were obtained by 

successive dilution with distilled water. At 

the end of each experiment, the treated 

solutions were filtered using Whitman No. 

40 filter paper, before analysis. COD of 

solutions before and during the treatment 

process was determined and used for 

evaluating effective parameters. All 

chemicals used in the investigation were of 

reagent grade and were used without 

further purification. 
 

 

 

 

Table 1. Physicochemical properties of methomyl*. 
 

Property Parameter value 

Chemical structure 

 

CH3 ─ C ═  N ─ O ─ C ─ N 

S     CH3 

O 

CH3 

H 

 
CAS number       -    -   

Chemical formula C H  N O S 

Molecular weight 162.21 g/mol 

Molecular volume  179.9 cm
 
/mol 

Colour White crystalline solid 

Sp.gr at 298.15 K, ( - )      

Solubility in water at 298.15 K 58,000 mg/L 

Log octanol/water partition coefficient, log Kow      

Log soil organic carbon-water partitioning coefficient     

Melting point, K        -        

Vapor pressure at 298.15 K, mm Hg       
- 

) 

* Resource: Hazardous Substances Data Bank (HSDB), http://toxnet.nlm.nih.gov/. 
 
 

     Experimental Apparatus and 

Procedure: 

The batch experimental setup is 

schematically shown in Fig.    The EC unit 

consists of an electrochemical reactor, D.C. 

power supply and SS-electrodes. The 

electrodes consist of pieces of flat sheet 

(30x70x3mm) were fixed vertically and 

parallel to each other. The total effective 

electrode area was    cm
 
, and the distance 

between electrodes was 2cm. The 

electrodes were placed into waste water in 

a 350 ml plexiglass electrolytic reactor. In 

a typical run, conducted at constant 
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temperature (25±2°C), 250 cm
 
 of the 

methomyl solutions with a known 

concentration was placed into the 

electrolytic cell. Magnetic field was 

applied on a parallel and perpendicular 

positions to the anode, in order to study the 

effect of magnetic intensity on removal of 

methomyl. Different intensities of 

magnetic field, zero, 0.016, 0.029 and 0.41 

Tesla were conducted in this study.  

 

 
Fig. 1: Schematic diagram of experimental 

setup:  
 

(1) electrochemical cell; (2) anode; (3) 

cathode; (4) treated solution; (5) coil to 

produce magnetic field (6) DC power 

supply. 

Before each run, electrodes were 

washed by a dilute solution of HCl, then 

by distilled water in order to remove any 

adhering scales or oxides and the 

connected impurities. The efficiency of 

methomyl removal, % Removal, was 

calculated as:  
 

00 x   Removal %
i

fi

COD

CODCOD 
         

 

where CODi, is the initial chemical oxygen 

demand and its final value is CODf. 

At the beginning of a run the 

methomyl solution was fed into the reactor 

and the pH was adjusted at neutral level, 

then the electrodes were placed into the 

reactor. The reaction was timed, starting 

when the D.C. power supply was switched 

on. Samples were taken at different time 

using a pipette, centrifuge at 3000 rpm for 

30 min then analyzed. Standard Method 

for Examination of Water and Wastewater 

was adopted for quantitative estimation of 

COD. The COD samples were analyzed 

using a Shimadzu Model UV-160 double 

beam spectrophotometer. The effects of 

current density, initial concentration, 

conductivity and magnetic field were 

investigated. 

 

3. Process Mechanism 
Electrocoagulation is a complex and 

interdependent process. A sacrificial metal 

anode is used to produce coagulating agent 

to dose the polluted water and electrolytic 

gases (mainly hydrogen at the cathode) are 

generated. Electrochemistry, coagulation 

and hydrodynamics form the basis of 

electrocoagulation [1 ]. 

The most widely used electrode 

materials in electrocoagulation process are 

aluminum and iron, sometimes steel. The 

electrical current causes the dissolution of 

metal into wastewater. The metal ions, at 

an appropriate pH value, can form wide 

ranges of coagulated species and metal 

hydroxides that destabilize and aggregate 

the suspended particles or precipitate and 

adsorb dissolved contaminants [1 ]. 

In the case of iron or mild steel 

electrodes, the mechanisms for the 

production of metal hydroxide are as [1 ]: 
 

Anode reactions:  
 

Fe −→ Fe
  

    e
- 
    ( ) 

 

2 Fe
  

 + 5H O + 1/2O  −→ 2Fe(OH)   

  + 4H
+
       

 

Fe
  

 + 2OH
-
 −→ Fe OH        

 

Cathode reactions:   

 H O +  e
-
 −→  OH

-
 + H   ( ) 

 

V A 
6 

+ - 

V A 
6 

+ - 

1 

+ - 

- 

+ 

2 3 

4 

5 

5 
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The overall reactions: 

 

2Fe + 5H O + 1/2O  −→  Fe OH    

  + 2H         

 

Fe + 2H O −→ Fe OH   + H       

 

During electrocoagulation process, 

metal hydroxides formation occurs, these 

flocs have a large surface area, which are 

beneficial for a rapid adsorption of soluble 

organic compounds and trapping of 

colloidal particles. Finally, these flocs are 

removed easily from aqueous medium by 

sedimentation or flotation. 

 

4. Results and Discussion 
The electrocoagulation process is 

quite complex and may be affected by 

several operating parameters, such as 

current density (CD),  pollutants 

concentrations, conductivity of solution, 

and sometimes magnetic field effect. In 

order to enhance the process performance, 

the effects of those parameters have been 

explored. 
 

 .1 Effect of Current Density 
It has been established that cell 

current is one of the important parameters 

to control the reaction rate in the 

electrochemical processes    ]. The 

current density not only determines the 

coagulant dosage rate, but also the bubble 

production rate and size. Thus, this 

parameter should have a significant impact 

on pollutants removal efficiencies. To 

investigate the effect of current density on 

the removal yield, a series of experiments 

were carried out on solutions with current 

density being varied from 5 to   mA/cm
  

where other parameters remain unchanged, 

1000 mg/L methomyl concentration, 1g/L 

NaCl dose without magnetic effect. Fig. 2 

shows that an increase in current density 

from   to    mA/cm
 
 increases the 

percentage removal of methomyl from    

to about 100%. The highest current (50 

mA/cm
 
) produced the quickest removal 

rate, with a 82% concentration reduction 

occurring just after 30 min and near 100% 

during 120 min test run. This expected 

behaviour is easily explained by the 

increase of coagulant and bubbles 

generation rate, resulting in a more 

efficient and faster removal, when the 

current is increased [  ].  

 

 
Fig. 2: Effect of current density on the 

removal efficiency of methomyl (C  = 1g/L, 

NaCl = 1 g/L).  
 

Indeed, the amounts of metal and 

hydroxide ions generated at a given time, 

within the electrocoagulation cell are 

related to the current flow  using Faraday’s 

law: 
 

ZF

ItM
W          

 

where W is the metal dissolved (g), I is the 

current intensity (A), t is the contact time 

(s), M is the molecular weight of iron or 

hydroxide ion (g/mol), z is the number of 

electrons transferred in the reaction (2 for 

iron and 1 for hydroxide) and F is the 

Faraday’s constant        C/mol of 

electrons).  
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To assist in assessing the economic 

feasibility of electrocoagulation in 

comparison with other techniques, the 

energy consumption was calculated as 

follows    ]: 
 

Energy consumption (kWh/g methomyl 

removed)
  QCC

VIt

t *0 
       

 

Where: V is the cell voltage (V), I is the 

cell current (A), t is the electrolysis time 

(h), C  and Ct are the methomyl initial 

concentration and its concentration at time 

t (in mg/L) respectively, Q is the treated 

volume in liters. 

 

 
Fig. 3: Energy consumption versus time at 

different current densities (C  = 1g/L, NaCl = 

1 g/L).  
 

Figure 3 shows the estimated energy 

consumption as a function of time for 

current densities 10, 20, 40 and 50 mA/cm
 
. 

Exactly for all current densities, power 

consumption increases with time. The 

energy consumption is directly 

proportional with CD. The highest CD 

gives best removal of methomy but with 

highest energy consumption. At 60 min, 

the removal percent was 47.2 and 92.5 

while energy consumption was 0.004 and 

0.139 kW.h/g for CD 5 and    mA/cm
 
 

respectively. In economic point of view, 20 

mA/cm
 
 is recommended.  

 

4.2 Effect of Sodium Chloride 

 Concentration 

In order to evaluate the effect of 

sodium chloride concentration on the 

removal efficiency of methomyl from 

wastewater, other parameters remain 

constant (C = 1000 mg/L, CD =  0 

mA/cm
 
) where concentration of NaCl was 

varied from 1 to 7.5 g/L, Fig. 4.  
 

 
Fig. 4: Effect of NaCl concentration on the 

removal efficiency of methomyl (C  = 1g/L, CD 

= 20 mA/cm
 
).  

 

Energy consumption versus time at 

different NaCl concentrations are 

presented in Fig. 5. As discussed before, 

increasing of solution conductivity will 

enhance the removal efficiency and the 

energy required for removing unit mass of 

pollutant will be decrease. The energy was 

decreased from 0.03 to 0.012 kw.h/g 

methomyl removed when the NaCl 

concentration increased from 1 to 7.5 g/L. 
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Fig. 5: Energy consumption versus time at 

different NaCl concentrations (C  = 1g/L, CD 

= 20 mA/cm
 
).  

 

4.3 Effect of Initial Methomyl 

Concentration 

In order to examine the effect of 

pollutant initial concentration on the 

electrocoagulation performance, a set of 

experiments with different methomyl 

initial solutions ranged from    to 1000 

mg/L. were done where other parameters 

remain constant at their optimum values, 

CD = 20 mA/cm
 
, and NaCl = 3.5 g/L. The 

residual methomyl concentrations were 

measured at different times of electrolysis. 

Fig. 6 shows the removal efficiency 

versus electrolysis time at different initial 

concentration. As expected, it appears that 

the removal rate has decreased upon 

increasing initial concentration. The 

percentage removal gradually decreases 

from 98 to 56.25 as the concentration 

increases from 25 to 1000 mg/L during 20 

min. This is ascribed to the fact that at a 

constant current density, the same amount 

of metal ions passes to the solution at 

different methomyl concentrations. 

Consequently, the formed amount of 

complex metal hydroxides was insufficient 

to coagulate the greater number of 

methomyl molecules at higher 

concentrations, which is consistent with 

previous studies [  ]. Indeed, at high 

initial concentration (1g/L), methomyl in 

wastewater was reduced to admissible 

levels after only 20 min. 

 

 
Fig. 6: Effect of methomyl initial concentration 

on the removal efficiency (NaCl = 3.5 g/L, CD 

= 20 mA/cm
 
).  

 
Fig.  : Energy consumption versus time at 

different methomyl initial concentrations (NaCl 

= 3.5 g/L, CD = 20 mA/cm
 
).  
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Figure 7 represents the energy 

consumption as a function of electrolysis 

time for different initial methomyl 

concentrations. The energy consumption as 

kW.h/ g methomyl removed has an inverse 

proportional with concentration, due to the 

chance to coagulate a greater number of 

methomyl molecules at higher 

concentrations for the same metal 

hydroxide in contrast at lower 

concentrations.   

 

4.4 Effect of Electromagnetic Field 

Intensity (EMFI) 
Other operating parameter which 

may be influence the performance of 

electrocoagulation depending on 

enhancement mass transfer operation is use 

of an electromagnetic field (EMF). To 

study these effect, experiments were 

carried out at different EMF intensity, 

0.016, 0.029 and 0.041 Tesla, with two 

different positions, parallel and 

perpendicular anode direction, where other 

parameters are kept constant (C  = 1g/L, 

NaCl = 3.5 g/L, CD =  0 mA/cm
 
). The 

results are shown in Fig  .  
 

 
Fig. 8: Effect of EMF intensity on the removal 

efficiency of methomyl (C  = 1g/L, NaCl = 3.5 

g/L, CD = 20 mA/cm
 
).  

 

The data plotted in Fig. 8 

demonstrates that, magnetic field in 

parallel position effects positive in 

contrary in perpendicular position effects 

negative when compared with experiments 

carried in absence of magnetic field. In 

parallel magnetic field, the removal 

efficiency was increased with increasing 

magnetic intensity. The removal efficiency 

was 87.5, 90 and 100% for intensities of 

0.016, 0.029 and 0.041 Tesla respectively 

compared with 75% when treated without 

magnetic field for    min, and the effect is 

limited for high intensities. The EMF 

enhanced the movement of charged ions by 

Lorenz-force effect, where it has the same 

direction of ions, this movement decrease 

the boundary layer thickness, and enhance 

the mass transfer of ions in bulk solution 

[  ]. In contrast for perpendicular position, 

the field direction resists the movement of 

charged ions in the solution and decreases 

its transfer. The removal efficiency was 

decreased from 70 to 56.25% when 

intensity increases from 0.016 to 0.041 

Tesla and both are lower than efficiency in 

case of treatment without magnetic field 

for 45 min. 

 

 
Fig.  : Energy consumption versus time for 

two different positions of EMF effect (NaCl = 

3.5 g/L, CD = 20 mA/cm
 
).  
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The effect of applying EMF on 

energy consumption during the 

electrocoagulation process has been 

studied and presented in Fig.  . The results 

illustrate that applying of EMF enhances 

rate of removal as well as the efficiency 

but increases energy consumption. The 

amount of metal dissolved at a given time, 

is highly affected by the current flow as 

well as intensity of EMF in parallel 

position in contrast with perpendicular 

position due to the lower of ions transfer. 

Thus application of EMF in 

electrocoagulation processes must be 

design in parallel position.  

 

5. Conclusion 
The results obtained in this study 

suggest an opportunity for the application 

of electrocoagulation technology for 

treatment of wastewater contaminated with 

methomyl. The present results have shown 

that: 

   Performance of methomyl removal 

by electrocoagulation process using 

SS electrodes is more efficient at CD 

= 20 mA/cm2, NaCl = 3.5 g/L.  

   The electrocoagulation can achieve 

percentage removal up to 100% at 

the optimum conditions.  

   Application of EMF in parallel 

position has a positive effect while its 

application in a perpendicular 

position has a negative effect due to 

lower mixing efficiency and ions 

transfer. 

   Energy consumption for 

electrocoagulation process was found 

to increase with the increase in 

current density as well as intensity of 

magnetic field and decreases with 

NaCl addition dose and initial 

concentration.  
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